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Mobile Link GENERAC® ACCESSORIES
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Model 006463-1
UPC: 696471064636

Mobile Link~

Be in the Know When You're on the Go

Mobile Link is the new cellular remote monitoring system from Generac that lets you check your generator's status even when
you're away. Using your computer, tablet or smart phone, Mobile Link provides a personalized web portal where you can view your
generator's status, maintenance schedule, event history and much more. Get emails or text notifications the moment there is any
change in your generator’s status. Customize your notification settings to choose what type of alert you want to receive and how often.
With Mobile Link, you will always know exactly what your generator is doing, or not doing, when you're on the go.

Get peace of mind, get Mobile Link from Generac.
Note: Model 006478-0, Harness adapter kit, is required for use with liquid-cooled units.
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Mobile Link features
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Email or Text Notifications

Select which notifications you wish to receive and when:
* Notification of successful exercise

* Maintenance reminders

* Change in status (AUTO START/MANUAL START/OFF)
* Fault notifications

* Designate up to four different accounts to receive email
and text notifications

Compatibility

This system is compatible with air-cooled and liquid-cooled* models that utilize the Nexus™ or
Evolution™ controllers, as well as air-cooled product that utilizes a 2008 or newer LCD style controller.
Mobile Link is available in the U.S. and Canada and is not compatible with EcoGen systems or with non-
LCD style controllers, such as in CorePower systems.

*Model 006478-0, Harness adapter kit, is required for use with liquid-cooled units.
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